
  

Pacific Flow Control Ltd provides  

modern flow control techniques for 

alteration, relocation, extension,  

addition, repair, replacement or    

abandonment of piping or vessels 

WITHOUT SHUTDOWN OR  

INTERRUPTION OF SERVICE to     

critical processes or customers. 

 

Proudly serving Western Canada for 

over 35  years, Pacific Flow Control  

is recognized as an industry leader. 

With product on hand, we provide 

the unique opportunity for our clients 

to receive prompt service on    

standard hot taps, line stops, valve 

inserts and emergency leak repairs. 

 

Our services allow for uninterrupted 

operation while eliminating the cost 

and concern for lost product,      

disposal  of fluids, contamination 

and in the case of water, loss of   

fire protection.  

  



Making a connection to existing piping or  
pressure vessels without interruption of service.  

This means that a pipe or tank can continue to 

be in operation while system expansion or  

modifications are being done. 

Our technicians have worked with virtually  

every type of piping and vessel in service, from 

fragile asbestos cement pipe to carbon         

steel tanks. 

Hot Tapping is most commonly used for: 

 New T-Connections 

  Main line 

  Trunk line 

  Service line 

 Bypassing 

 Blow downs and air valves 

 Instrument installation 

 Pipe and vessel sampling 

 Pigging equipment installation 

 No loss of production or profit 

 No contamination or loss of product 

 No loss of fire protection 

 No necessity for disposal of toxic or flammable liquids 

 No hidden costs for: manpower, opening and closing of valves, draining,    
purging and refilling 

 No breaking loose of material in lines from draining and recharging 

 No inconvenience or liability to clients left without service 

This quality, user friendly service 

product is used for underground 

services up to two  inches. 

JCM has been our major source of 

tapping sleeves for over 35 years. 

We have worked hand in hand to 

produce a product of superior  

quality and safe performance.  

Primarily used for our commercial 

and industrial hot taps. 

Well known for 

their quality 

and reliability. 

 



Isolating a piping system to provide a  temporary shut 

off where none exists. 

This process serves as a control, or temporary valve, 

that is removed after alterations or valve replacements 

have been made. 

Our equipment has bypass accommodations directly 

on the housing as an economical bypassing option.  



Placement of a valve in-line, under 

pressure, with no interruption of       

service. 

Pacific Flow Control offers three    

different valve insert technologies to 

provide clients with the best valve and 

installation method for the application. 

Our valve choice will depend on the 

size, pressure and type of pipe.   

Valve  inserts are most commonly used for: 

 Installation of additional shutoffs 

 Replacement of defective valves 

 Used as a line stop where a permanent                    
valve is desired. For example: 

 Line relocation 

 Dead ending (abandoning) 

 Temporary bypass 

 Instrument installation 

 Material testing 

 Leak repair 

 No loss of production or profit 

 No contamination or loss of product 

 No loss of fire protection 

 No necessity for disposal of toxic or flammable liquids 

 No hidden costs for: manpower, opening and closing of valves, draining,    
purging and refilling 

 No breaking loose of material in lines from draining and recharging 

 No inconvenience or liability to clients left without service 

An excellent quality valve with easy 

installation on pipes that allow for 

mechanical restraint. Accommodates 

operating pressures of 250PSI.                

Advantageously removes the entire 

section of pipe where excessive 

internal tuberculation could             

be an issue. 

An economical choice for 4, 6 and        

8 inch valves with operating pressures 

up to 150PSI. 

An alternative to 

the Team Valve, 

especially on pipes 

that cannot be     

mechanically   

restrained, such as 

asbestos cement. 

Allows for            operating pressures 

up to 250PSI. 



Tapping into an empty pipe line or pressure vessel. 

With the high cost and long lead times for pipe fittings, 

whether local or overseas, Pacific Flow Control can 

supply T-connection, blow offs, blow downs,          

inspection and pigging chambers onto newly         

constructed dry pipelines usually at a fraction of the 

cost. This is especially economical for large diameter 

pipe. 

Dry tapping allows your crews to maintain high          

production rates while laying pipe through proposed 

branch, blow down, air valve connections, and the like, 

without the time consumption of traditional bolt-ups. This 

method also reduces potential leaks by reducing the 

number of gasket connections. 

PFC installed these tangent outlet sleeves for blow off 

and blow-down assemblies, in Queensborough, with       

substantial cost and schedule savings to the client.   



 

 

  

Pacific Flow Control carries a large range of products and technologies in order to match the 

right job with the right material and installation process. 

Carrying inventory allows us to provide service with a quick turnaround and emergency  services 

when required.   

With 5 fully equipped trucks on the road, over 25 tapping machines and hundreds of cutters, 

pilots and adaptors, we have the capacity to service all of Western Canada, as far North as the 

Yukon and as far East as Saskatchewan. 


